
 

 

 

 

TABLA PARA SELECCIÓN DE ARRANCADORES EN MOTORES TRIFÁSICOS 

208/220 Volt.  460/480 Volt 

 
HP 

 
AMP 

DACO SCHNEIDER  
HP 

 
AMP 

DACO SCHNEIDER 

Contactor Reléd 
térmico 

Contactor Reléd térmico Contactor Reléd 
térmico 

Contactor Reléd 
térmico 

1/2 2.5 
MC12 DG2.2A LC1D09 LRD08 

1/2 1.1 
MC12 DG1.2A LC1D09 LRD06 

3/4 3.7 
MC12 DG3.6A LC1D09 LRD10 

3/4 1.6 
MC12 DG1.2A LC1D09 LRD07 

1 4.8 
MC12 DG5A LC1D09 LRD10 

1 2.1 
MC12 DG1.7A LC1D09 LRD07 

1 ½ 6.9 MC12 DG6.7A LC1D09 LRD12 1 ½ 3.0 MC12 DG2.2A LC1D09 LRD08 

2 7.8 
MC22 DG9A LC1D09 LRD14 

2 3.4 
MC12 DG3.6A LC1D09 LRD08 

3 11 
MC22 DG15A LC1D12 LRD16 

3 4.8 
MC12 DG5A LC1D09 LRD10 

5 17.5 MC32 DG15A LC1D18 LRD21 5 7.6 MC12 DG7A LC1D09 LRD12 

7 ½ 25.3 
MC40 DG22A LC1D25 LRD32 

7 ½ 11 
MC22 DG15A LC1D12 LRD16 

10 32.2 
MC50 DG33A LC1D32 LRD35 

10 14 
MC22 DG15A LC1D18 LRD21 

15 48.3 MC65 DG42A LC1D65 LRD3357 15 21 MC32 DG22A LC1D25 LRD22 

20 62.1 
MC85 DG67A LC1D65 LRD3359 

20 27 
MC40 DG33A LC1D32 LRD32 

25 78.2 
MC100 DG80A LC1D80 LRD3363 

25 34 
MC40 DG33A LC1D40 LRD35 

30 92 
MC125 DG110A LC1F115 LR9F5389 

30 40 
MC65 DG42A LC1D40 LRD3357 

40 120 MC150 DG130A LC1F150 LR9F5369 40 52 MC80 DG56A LC1D50 LRD3359 

50 150 
MC180 DG155A LC1F185 LR9F5369 

50 65 
MC80 DG67A LC1D65 LRD3361 

60 177 
MC220 DG155A LC1F265 LR9F5371 

60 77 
MC110 DG80A LC1D80 LRD3363 

75 221 MC300 - LC1F330 LR9F7375 75 96 MC125 DG110A LC1F115 LR9F5369 

100 285 MC400 - LC1F400 LR9F7375 100 124 MC180 DG130A LC1F150 LR9F5369 

 


