
 

 

 

 

 

TABLA PARA SELECCIÓN DE ARRANCADORES EN MOTORES MONOFÁSICOS 

HP 1/4 1/3 1/2 3/4 1 1 1/2 2 3 5 7 1/2 10 

120 
Volt. AMPERES 

5.8 7.2 9.8 13.8 16 20 24 34 56 80 - 

 

DACO 

Contactor MC12 MC12 MC22 MC22 MC32 MC32 MC40 MC50 MC65 MC100 - 

Reléd 
Térmico 

DG6.7A DG6.A DG9.A DG9.A DG15.A DG22.A DG22.A DG33.A DG56.A DG80.A - 

 

SCHNEIDER 

Contactor LC1D09 LC1D09 LC1D09 LC1D12 LC1D12 LC1D25 LC1D25 LC1D40 LC1D65 LC1D80 - 

Reléd 
Térmico 

LRD12 LRD14 LRD16 LRD21 LRD21 LRD22 LRD32 LRD35 LRD3359 LRD3363 - 

AMPERES 
2.9 3.6 4.9 6.9 8 10 12 17 28 40 50 

220 
Volt. 

 

DACO 

Contactor MC12 MC12 MC12 MC12 MC22 MC22 MC22 MC32 MC40 MC50 MC65 

Reléd 
Térmico 

DG2.2A DG3.6A DG5 A DG6.7A DG9 A DG9 A DG15 A DG15 A DG33 A DG42 A DG56 A 

 
 

SCHNEIDER 

Contactor LC1D09 LC1D09 LC1D09 LC1D09 LC1D09 LC1D21 LC1D12 LC1D18 LC1D32 LC1D50 LC1D65 

Reléd 
térmic
o 

LRD08 LRD08 LRD10 LRD12 LRD14 LRD16 LRD16 LRD21 LRD32 LRD3357 LRD365 

 


